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 1 Conditions apply; contact your local sales representative.
 2 Please note: Some of the listed capacity on a Flash storage device is used for formatting and other functions
   and is thus not available for data storage. As such, the actual available capacity for data storage is less than what is listed 
   on the products. For more information, go to Kingston’s Flash Memory Guide at kingston.com/� ashguide 
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DTSE9H/8GB
DTSE9H/16GB
DTSE9H/32GB
DTSE9H/64GB

Americas only:
DTSE9H/8GBZ
DTSE9H/16GBZ
DTSE9H/32GBZ
DTSE9/64GB

K I N G S T O N  PA R T  N U M B E R S

C O M PAT I B I L I T Y  TA B L E

F E AT U R E S / B E N E F I T S

 > Convenient — small, capless and pocket-sized for ease of 
transport 

 > Durable — metal casing with sturdy ring

 > Guaranteed — � ve-year warranty, free technical support 

 > Customisable1 — co-logo programme available

S P E C I F I C AT I O N S

 > Capacities2  8GB, 16GB, 32GB, 64GB

 > Dimensions 1.535" x 0.486" x 0.179" 
(39.00mm x 12.35mm x 4.55mm)

 > Operating temperature 32°F to 140°F (0°C to 60°C)

 > Storage temperature -4°F to 185°F (-20°C to 85°C)

DataTraveler SE9

Operating System DataTraveler

Windows® 8.1 �

Windows 8 �

Windows 7 �

Windows Vista® �

Mac OS X v.10.6.x+ �

Linux v.2.6.x+ �


