





On Line | Champ RM Series

6K/10K

KN usB interface Contents in package
E RS-232 interface + Battery cabel » Viewpower CD
E Emergency stop (EPO) * USB cable * User Manual

] inteliigent slot for SNMP / AS400 / RS485-Modbus

E Input protector. | M SN .. .
E Terminal cover.
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External battery connector

B Easy Maintanence

External maintenance bypass to shorten

B Saving recharging time
Saving recharging time by adjustable current 1,2,4,6A

maintenance time and secure operation safety.
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B\ High Flexibility for Your Project Budget B\ Generator compatible
Compatible with the battery up to 100Ah, maximum 6 Connecting with generator for building emergency
external cabinets. Each cabinet is with adjustable situation.

16-20pcs battery. It flexibly adapts your project budget
and backup time.

18, 19, 20pcs

Fortron Source (Europa) GmbH https://www.fsp-europe.com/



Accessory

Battery Cabinet

Compatible Champ
RM Series Model

Champ RM 6KL Battery bank with 16 pcs 9Ah batt
BB-192/09RT MPF0011800GP Champ RV 10KL attery bank with 16 pcs attery

Champ RM 6KL Battery bank with 18,19,20 pcs 10Ah battery.
Champ RM 10KL Contact FSP local authorized partner for battery adjustment

Model P/N Pictures Battery

BB-240/10RT  MPF0011801GP

Network Management

1. Allows control and monitoring of UPS
SNMP card MPF0000400GP
SNMP box 31-011163-07G

2. Real-time dynamic graphs of UPS data
3. Warning notifications via audible alarm, broadcast,

mobile messenger, e-mail

1. Real-time control and monitoring of UPS
2. Supports Modbus RTU protocol
Modbus card $98-000051-07091G 3. Provides MODBUS functions including read Holding Registers

and write Registers

4. Provides surge protection

1. The AS400 communication card provides contact closures
for remote monitoring UPS.

Relay card MPF0007500GP 2. To meet different application requirement, the AS400 card is

capable of selection the status of the dry-contact signal

(active close or active open) by setting jumper.

RN

. Measure temperatures between 0 to 100°C with an accuracy
of £1.5°C
2. Measure relative humidity between 10 to 90% RH

Environment
. . 98-000069-00G
Monitor Device

with an accuracy of £3% Optional smoke alarm available

EPO cable 5370-1000-0011 1. Cable to connect emergency power off port.

Battery cable 10-112480-00G 1. Cable to connect UPS and external battery cabinet.

Source (Europa) GmbH https://www.fsp-europe.com/






